
TECHNICAL DATA SHEET

Features
	■ 21-slot Multi-Standard chassis 
	■ 1 cPCI Serial system slot (rear)
	■ 1 cPCI Serial slot (rear)
	■ 5 PXI Express slots
	■ 13 R&S PXI/cPCI/CAN slots with RearI/O
	■ 1 R&S CAN slot with RearI/O

	■ Compact 4U 19" design
	■ PXI Express slots with up to PCIe x4 link
	■ cPCI Serial slot with PCIe x8 link
	■ Compatible to Rohde&Schwarz 
CompactTSVP chassis and T&M modules

GT3120  
21-slot PXI/PXIe/cPCI/cPCIs Chassis
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2 Product Information

General Specification Comment

Device size 485 mm x 615 mm  x 191 mm (w x d x h)

Device weight 12.5 kg

Operating temperature 0 … 55°C

Operating altitude <2 000 m

Relative humidity Up to 85% at 35°C

Storage temperature range -20 … 70°C

Power Specification Comment

AC Input
  Input voltage range 
  Input voltage frequency

 
100… 250 VAC 
50 … 60 Hz

 
Active PFC

DC Output 
  +3.3 V 
  +5 V 
  +12 V 
  -12 V
  +5 V AUX

 
25 A
50 A
15 A
2 A
1 A

 
 

Chassis Cooling Specification Comment

Cooling mode Temperature controlled | full speed Selectable on the backplane

Cooling principle 3 x PWM 12 V cooling fans

Notes: �Product specification and description in this document are subject to change without notice.

The GT3000 concept represents true innova-
tion in state-of-the-art PC-based instrumen-
tation while offering traditional capabilities 
found in high-performance ATE systems. The 
versatile platform accelerates the adoption 
of CompactPCI and PXI in all major fields of 
industrial test-and-measurement applications.

With its large number of cPCI/cPCIs/PXI/
PXIe slots and the tight integration of ATE 
functionality provided by Rohde & Schwarz 
instrumentation and switching modules, 
the GT3120 is the ideal platform for highly 
productive system engineering.

Compact units are used to configure complex 
ATE functionality which can be interfaced 
to DUTs by the standardized test receiver 
concept that provides multiple application 
flexibility and easy handling on the factory 
floor.

Unique data-acquisition and stimulation 
modules provide floating potential measure-
ments and DUT stimulation.
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Ordering Information
Product Ordering Information

GT3120 21-slot PXI/PXIe/cPCI/cPCIs Chassis VP1115-0 

Rear view

Front view

Slot Configuration
Control Backplane Specification Comment

  cPCI Serial 
  PXIe
  cPCI/PXI
  R&S CAN
  PXI clocks
  PXI sync
  PXI trigger
  PXI local bus

PCIe Gen2, x8 
PCIe Gen2, x4
32 bit, 33 MHz
2.0b, 1 MBit
PXIe_CLK100, PXI_CLK10: ±(1.5ppm + 1 ppm/year)
PXIe_SYNC100
PXI_TRIG[0...7]
Slots A1...A4, A6

 

Slots 
  S1 
  S2 
  A1...A4
  A6
  S3..15
  S16

 
cPCI Serial
cPCI Serial
PXIe
PXIe | S1 Rearl/O
cPCI | PXI | R&S CAN
R&S CAN

System Slot

with R&S Real/O
with R&S Real/O
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FOR YOUR NOTES GT3120  
21-slot PXI/PXIe/cPCI/cPCIs Chassis
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